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By continuing to browse the site you are agreeing to our use of cookies. For more details consult our
privacy policy. You can assign high priority for game users and media application. You can select
your native language and follow the simple steps to setup Internet connection, password and
firmware upgrade. The hardware NAT can provide you 99.8Mbps high performance throughput to
access Internet application quickly. With the builtin DHCP server and NAT function, it allows up to
253 devices share the Internet connection at the same time. It also provides Internet access control
function. No part of this publication may be reproduced, transmitted, transcribed, stored in a
retrieval system, or translated into any language or computer language, in any form or by any
means, electronic, mechanical,. Below is an explanation of each LED and its description.Note Please
make sure that the Broadband router’s DHCP server is the only DHCP server available on your LAN.
Once you’ve configured your PC to obtain an IP address automatically, please proceed to Step 3 2b
Windows XP 1. Your PC will now obtain an IP address automatically from your Broadband Router’s
DHCP server. Note Please make sure that the Broadband router’s DHCP server is the only DHCP
server available on your LAN. Your PC will now obtain an IP address automatically from your
Broadband Router’s DHCP server. Note Please make sure that the Broadband router’s DHCP server
is the only DHCP server available on your LAN. The Firmware upgrade tool allows you to upgrade
your Broadband routers firmware. The RESET tool allows you to reset your Broadband router. Step
1 Time Zone The Time Zone allows your router to base its time on the settings configured here, this
will affect functions such as Log entries and Firewall settings. Congratulations! You have completed
the configuration for the Dynamic IP
connection.http://lakepulaski.com/cms_uploads/dsc-pc1555-user-manual-english.xml

edimax br-6214k manual, edimax br-6214k router manual, br-6214k manual.

You can start using the router now, if you wish to use some of the advance features supported by
this router see chapter 2, 3, 4. Congratulations! You have completed the configuration for the Static
IP Address connection. You can start using the router now, if you wish to use some of the advance
features supported by this router see chapter 2, 3, 4. Your ISP should provide all the information
required in this section. Parameter Description Obtain an IP address The ISP requires you to obtain
an IP address by DHCP server before connecting automatically to the PPTP server. Congratulations!
You have completed the configuration for the PPTP connection. You can start using the router now,
if you wish to use some of the advance features supported by this router see chapter 2, 3, 4.
Congratulations! You have completed the configuration for the L2TP connection. You can start using
the router now, if you wish to use some of the advance features supported by this router see chapter
2, 3, 4. The General Setup contains advanced features that allow you to configure the router to meet
your network’s needs such as Address Mapping, Virtual Server, Access Control, Hacker Attack
Prevention, Special Applications, DMZ and other functions. Enter the designated host IP Addresses
in the IP Address field. Parameters IP Address Please specify the IP range to the Remote
Management IP fields. The WAN Settings screen allows to specify the type of WAN port connect you
want to establish with your ISP. The WAN settings offer the following selections for the router’s
WAN port, Static IP, DHCP, PPPoE, PPTP, L2TP, and DDNS. If the DHCP is not enabled then you’ll
have to manually set your LAN client’s IP addresses; make sure the LAN Client is in the same subnet
as this broadband router if you want the router to be your LAN client’s default
gateway.http://carexline.ru/generic/uploaded/dsc-pc1555-security-system-manual.xml

If a packet arrives and it matches to a rate policing entry, router decreases entry’s allocated token

http://lakepulaski.com/cms_uploads/dsc-pc1555-user-manual-english.xml
http://carexline.ru/generic/uploaded/dsc-pc1555-security-system-manual.xml


by one if pps based or by packet length in bytesif bps based. Click at the bottom of the screen to
save the above configurations.You can now configure other advance sections or start using the
router with the advance settings in place 2.5 NAT Network Address Translation NAT allows multiple
users at your local site to access the Internet through a single Public IP Address or multiple Public
IP Addresses. After you enable the UPnP feature, all client systems that support UPnP, like Windows
XP, can discover this router automatically and access the Internet through this router without any
configuration. The NAT Traversal function provided by UPnP can let applications that support UPnP
smoothly connect to Internet sites without any incompatibility problem due to the NAPT port
translation. Click at the bottom of the screen to save the above configurations. You can now
configure other advance sections or start using the router with the advance settings in place
Description. In this section you can configure the router to support multiple connections for these
types of applications. Parameters Name The description of this setting. Note Only one LAN client
can use a particular special application at a time. So you do not have to do any configuration for
your PC and can access the Internet through this router easily. With Static Routing, the router can
forward packets according to your routing rules. The IP sharing function will not work anymore in
Static Routing mode. Note The DMZ function of firewall will not work if static routing is enabled.
The Broadband routers firewall can block common hacker attacks and can log the attack activities.
The DMZ Host function allows you to redirect all packets going to your WAN port IP address to a
particular IP address in your LAN.

You can now configure other advance sections or start using the router with the advance settings in
place Example Access Control List In the example below, LAN client A can only access websites that
use Port 80. However, LAN client B is able to access websites and any other service that uses ports
between 80 and 999. Parameters Description DoS Prevention Enable Enables selected AntiDoS
features. Click at the bottom of the screen to save the above configurations. You can now configure
other advance sections or start using the router with the advance settings in place 2.6.4 DMZ Host If
you have a local client PC that cannot run an Internet application e.g. Games properly from behind
the NAT firewall, then you can open the client up to unrestricted twoway Internet access by defining
a DMZ Host. Description. You can Enable or Disable each of these Logs. 3.2.1 System Log 3.2.2 ACL
Log 3.2.3 URL Filter Log. To upgrade the firmware of your Broadband router, you need to download
the firmware file to your local hard disk, and enter that file name and path in the appropriate field
on this page. You can also use the Browse button to find the firmware file on your PC. When the
device sends out an IP packet, if the destination is not on the same network, the device has to send
the packet to its default gateway, which will then send it out towards the destination. ISP Gateway
Address see ISP for definition. The ISP Gateway Address is an IP address for the Internet router
located at the ISPs office. We have 4 Edimax BR6214K manuals available for free PDF download
User Manual, Quick Installation Manual, Firmware Upgrade Manual, Specifications. You can assign
high priority for game users and media application. Ask your question here. Provide a clear and
comprehensive description of the issue and your question. The more detail you provide for your
issue and question, the easier it will be for other Edimax BR6214K owners to properly answer your
question.

Ask a question About the Edimax BR6214K This manual comes under the category Routers and has
been rated by 1 people with an average of a 8.3. This manual is available in the following languages
English. Do you have a question about the Edimax BR6214K or do you need help. Ask your question
here Edimax BR6214K specifications Brand A router then distributes the Internet signal to the
devices connected to the router.This radiation cannot damage cells and tissues and is therefore not
harmful to human health.ManualSearcher.com ensures that you will find the manual you are looking
for in no time. Our database contains more than 1 million PDF manuals from more than 10,000
brands. Every day we add the latest manuals so that you will always find the product you are looking
for. Its very simple just type the brand name and the type of product in the search bar and you can



instantly view the manual of your choice online for free. ManualSearcher. com If you continue to use
this site we will assume that you are happy with it. Read more Ok. The manual contains all the
information about the Edimax BR6214K Router. We recommend you to keep the routers manual on
your computer in order to have an easy access to, it in case of a problem with Internet connection.
Since this firewall blocks incoming connections you may need open a port through it for certain
games and applications. This process of opening a port is frequently called a port forward, since you
are forwarding a port from the internet to your home network. Thats why we created Network
Utilities. Our software does everything that you need to forward a port. This ensures that your ports
will remain open even after your device reboots. Your router has a web interface, so you will login to
it using your web browser. This can be either Chrome, Firefox, Internet Explorer, or Edge. It usually
does not matter which browser you choose to use.

It should look something like this Your routers IP address can also be refered to as your computers
default gateway. If all goes well you will see the following screen Heres how you do it. Starting from
the first page in your router In this new menu, click Virtual Server. If you are forwarding a range of
ports, enter the lowest number of that range into the left hand WAN Port Range and Server Port
Range boxes. Then enter the highest number of that range into the right hand WAN Port Range and
Server Port Range boxes. This can be either the IP address of your computer or the IP address of
another device on your network. Our Open Port Check tool is the only online port checking tool with
Guaranteed Results. Please check your inbox, and if you can’t find it, check your spam folder to
make sure it didnt end up there. Please also check your spam folder. No part of this publication may
be reproduced, transmitted, transcribed, stored in a retrieval system, or translated into any
language or computer language, in any form or by any means, electronic, mechanical, magnetic,
optical, chemical, manual or otherwise, without the prior written permission of this Company.
Should the programs prove defective following their purchase, the buyer and not this company, its
distributor, or its dealer assumes the entire cost of all necessary servicing, repair, and any incidental
or consequential damages resulting from any defect in the software. Further, this company reserves
the right to revise this publication and to make changes from time to time in the contents hereof
without obligation to notify any person of such revision or changes. For more detailed information
about this product, please refer to the Users Manual on the CDROM. The software and specifications
subject to change without notice.Please see the GNU For details, see the GPL Code and LGPL Code
licenses.

The wizard is an easy and quick configuration for internet connection, SSID, wireless security,
firmware upgrade and router password change. When you start the Setup Wizard, you will get the
following welcome screen. Please choose the language to start the configuration. We will not give
any instruction for the Setup Wizard here. If you havent yet changed the defaul password, we
recommend that you change it firstIf you want to squeeze a little bit of extra functionality out of your
router, considerFlashing a custom ROM can greatly. Youll find such information in the Manual of
your Edimax BR6214K router. But if you do not have the manual for your router or you do not want
to read the whole manual to find the default login information then you can use the quick guide
below. To get to the router login page its necessary that you are connected to the router. The default
password is 1234. Sometimes the username and password doesnt work that we mentioned in the top
of this guide.Did you try the following IPs In the list below we listed all known router IPs for the
manufacturer Edimax. Maybe this will work for you.This can be done easily by clicking on the reset
button at the back or at the bottom of your router. If you hold down this small button for
approximately 20 seconds, you may have to use a toothpick, then your modem will get restored to
the factory settings. What you need to keep in mind is that when you reset your modem, you will lose
your connection online. It is therefore better to take an experts assistance in this regard. Imagine
that this responsive datasheet is included in the product page of your webshop. How to integrate
Icecat LIVE JavaScript. Product name is a key part of the Icecat product title on a product datasheet.



Please contact your account manager at Icecat. Icecat can be of assistance in securing the necessary
permissions or implementing a brands Digital Rights Management policies.

Login to view all product specs or request a Full Icecat subscription to download product specs.
Icecat can be of assistance in securing the necessary permissions or implementing a brands Digital
Rights Management policies. Login to view all product specs or request a Full Icecat subscription to
download product specs. How to integrate Icecat LIVE JavaScript. A manufacturer can have multiple
brand names. Some manufacturers license their brand names to other producers. Product name is a
key part of the Icecat product title on a product datasheet. Multiple product codes can be mapped to
one mother product datasheet if the specifications are identical. We map away wrong codes or
sometimes logistic variants. One product datasheet can have multiple barcodes depending on
logistic variations such as packaging or country. Most people will use a router to connect their local
wireless home or office network LAN with the Internet. The router makes sure that all computers on
the local network can connect with one another, with shared resources and with the Internet and
can be configured to forward requests for connections from computers on the internet to the
appropriate local computer. In order to connect your local network to the internet via an ADSL or
cable, you also need an Ethernet ADSL or cable modem if it is not builtin in the router, which is most
likely to be the case. But the datasheet is not yet standardized by an Icecat editor.Product colour
White. Width 196 mm, Depth 109 mm, Height 30 mm.Please contact your account manager at
Icecat. As Full Icecat channel partner login to see all product data or request a Full Icecat
subscription. Open Icecat is the most powerful network as it is used by92410channel partners
already Icecat can be of assistance in securing the necessary permissions or implementing a brands
Digital Rights Management policies. Login to view all product specs or request a Full Icecat
subscription to download product specs.

Open Icecat is the most powerful network as it is used by92410channel partners already Icecat can
be of assistance in securing the necessary permissions or implementing a brands Digital Rights
Management policies. Login to view all product specs or request a Full Icecat subscription to
download product specs. Open Icecat is the most powerful network as it is used by 92410 channel
partners already If you continue to use this site we will assume that you are happy with it. User s
Manual No part of this publication may be reproduced, transmitted, transcribed, stored in a retrieval
system, or translated into any language or computer language, in any form or by any means,
electronic, mechanical, magnetic, optical, chemical, manual or otherwise, without the prior written
permission of this company This company makes no representations or warranties, either expressed
or implied, with respect to the contents hereof and specifically disclaims any warranties,
merchantability or fitness for any particular purpose. Should the programs prove defective following
their purchase, the buyer and not this company, its distributor, or its dealer assumes the entire cost
of all necessary servicing, repair, and any incidental or consequential damages resulting from any
defect in the software. Further, this company reserves the right to revise this publication and to
make changes from time to time in the contents hereof without obligation to notify any person of
such revision or changes. Please see the GNU and LPGL Web sites to view the terms of eachlicense.
The GPL Code and LGPL Code used in Edimax products are distributed without any warranty and
are subject to the copyrights of their authors. For details, see the GPL Code and LGPL Code licenses.
The product you have purchased and the setup screen may appear slightly different from those
shown in this QIG. For more detailed information about this product, please refer to the Users
Manual on the CDROM.

Software and specifications subject to change without notice. Please visit our web site for the
update. All rights reserved. Trademarks or registered trademarks are the property of their
respective 1 This Broadband Router is a costeffective IP Sharing Router that enables multiple users
to share the Internet through an ADSL or cable modem. Simply configure your Internet connection



settings in the Broadband Router and plug your PC to the LAN port and youre ready to access the
Internet. As your network grows, you can connect another hub or switch to the router s LAN ports,
allowing you to easily expand your network. For example, some software sends network packets to
the Internet in the background, even when you are not using the Internet. So please turn off your
computer when you are not using it. This function also may not work with some ISP. So please make
sure this function can work properly when you use this function in the first time, especially your ISP
charge you by time used. Get to know the Broadband Router Back Panel The diagram fig1.0 below
shows the broadband router s back panel. The router s back panel is divided into three sections,
LAN, WAN and Reset Figure 1.0 1 Local Area Network LAN The Broadband router s 4 LAN ports are
where you connect your LAN s PCs, printer servers, hubs and switches etc. 2 Wide Area Network
WAN The WAN port is the segment connected to your xdsl or Cable modem and is linked to the
Internet. 3 Reset The Reset button allows you to do one of two things. 1 If problems occur with your
router, press the router s reset button with a pencil tip for less than 5 seconds and the router will
reboot itself, keeping your original configurations.

2 If problems persist or you experience extreme problems or you forgot your password, press the
reset button for longer than 5 seconds and the router will reset itself to the factory default settings
warning your original configurations will be replaced with the factory default settings 3 All LAN
clients require an IP address. Just like an address, it allows LAN clients to find one another. If you
have already configured your PC to obtain an IP automatically then proceed to step 3, page 11
Configure your PC to obtain an IP address automatically By default the broadband router s DHCP is
on, this means that you can obtain an IP address automatically once you ve configured your PC to
obtain an IP address automatically.The Control Panel window will appear. 2. Doubleclick Network
icon. The Network window will appear. 3. Check your list of Network Components. Gateway All
fields are blank. DNS Configuration Select Disable DNS. WINS Configuration Select Disable WINS
Resolution. IP Address Select Obtain IP address automatically. 8. Reboot the PC. Your PC will now
obtain an IP address automatically from your Broadband Router s DHCP server. Note Please make
sure that the Broadband router s DHCP server is the only DHCP server available on your LAN. Once
you ve configured your PC to obtain an IP address automatically, please proceed to Step 3 2b
Windows XP 1. Click the Start button and select Settings, then click Network Connections. The
Network Connections window will appear. 2. Doubleclick Local Area Connection icon. The Local
Area Connection window will appear. 3. Check your list of Network Components.Your PC will now
obtain an IP address automatically from your Broadband Router s DHCP server. Once you ve
configured your PC to obtain an IP address automatically, please proceed to Step 3 2c Windows
Click the Start button and select Settings, then click Control Panel. The Control Panel window will
appear. 2. Doubleclick Network and Dialup Connections icon.

In the Network and Dialup Connection window, doubleclick Local Area Connection icon. The Local
Area Connection window will appear. 3. In the Local Area Connection window, click the Properties
button. 4. Check your list of Network Components. Your PC will now obtain an IP address
automatically from your Broadband Router s DHCP server. Once you ve configured your PC to obtain
an IP address automatically, please proceed to Step 3. 6 Click View Network Status and Tasks, then
click Manage Network Connections.Rightclick Local Area Netwrok, then select Properties.The
Control Panel window will appear. 2. Doubleclick Network icon. The Network window will appear.
DNS Let all fields are blank. WINS Let all fields are blank. Routing Let all fields are blank. 7. Click
OK to confirm the setting. Once you ve configured your PC to obtain an IP address automatically,
please proceed to Step 3. 3 Once you have configured your PCs to obtain an IP address
automatically, the router s DHCP server will automatically give your LAN clients an IP address. By
default the Broadband Router s DHCP server is enabled so that you can obtain an IP address
automatically. To see if you have obtained an IP address, see Appendix A. Note Please make sure
that the Broadband router s DHCP server is the only DHCP server available on your LAN. If there is



another DHCP on your network, then you ll need to switch one of the DHCP servers off. To disable
the Broadband router s DHCP server see chapter 2 LAN Port 4 Once your PC has obtained an IP
address from your router, enter the default IP address broadband router s IP address into your PC s
web browser and press 5 The login screen below will appear. Enter the User Name and Password
and then click to login.The Home Page is divided into four sections, Quick Setup Wizard, General
Setup, Status Information, and Tools.

Quick Setup Wizard Chapter 1 Select your Internet connection type and then input the
configurations needed to connect to your Internet Service Provider ISP. General Setup Chapter 2
This section contains configurations for the Broadband router s advance functions such as Address
Mapping, Virtual Server, Access Control, Hacker Attack Prevention, DMZ, Special applications and
other functions to meet your LAN requirements. Status Information Chapter 3 In this section you
can see the Broadband routers system information, Internet Connection, Device Status, System Log,
Security Log and DHCP client information. Tools Chapter 4 This section contains the broadband
router s Tools Tools include Configuration tools, Firmware upgrade and Reset. Configuration tools
allow you to Backup save, Restore, or Restore to Factory Default configuration for your Broadband
router. The Firmware upgrade tool allows you to upgrade your Broadband routers firmware. The
RESET tool allows you to reset your Broadband router. 9 Select the section Quick Setup Wizard,
General Setup, Status Information and Tools you wish to configure and proceed to the
corresponding chapter. Use the selections on the web management s top right hand page see below
to navigate around the webbased management User Interface. 10 In the Quick Setup you are
required to fill in only the information necessary to access the Internet. Once you click on the Quick
Setup Wizard in the HOME page, you should see the screen below. Step 1 Time Zone The Time Zone
allows your router to base its time on the settings configured here, this will affect functions such as
Log entries and Firewall settings. The router will set its time based on your selection. You can
manually assign three time server addresses here. Here shows the time of current router setting.
Click on NEXT to proceed to the next page step 2 WAN Settings.

Step 2 WAN Settings In this section you have to select one of five types of connections that you will
be using to connect your broadband router s WAN port to your ISP see screen below. Note Different
ISP s require different methods of connecting to the Internet, please check with your ISP as to the
type of connection it requires. 11 Click on one of the WAN type and then proceed to the manual s
relevant subsection 1.1, 1.2, 1.3, 1.4, or 1.5. Click on Back to return to the previous screen. 1.1
Dynamic IP Choose Dynamic IP if your ISP will automatically give you an IP address. Some ISP s
may also require that you fill in additional information such as MAC address see screen below. Note
The MAC address section is optional and you can skip this section if your ISP does not require these
settings for you to connect to the Internet. 12 This MAC address is the PC s MAC address that your
ISP had originally connected your Internet connection to. Type in this MAC address in this section or
use the Clone MAC Address button to replace the WAN MAC address with the MAC address of that
PC you have to be using that PC for the Clone MAC Address button to work. To find out the PC s
MAC address see Appendix A. see Glossary for an explanation on MAC address Click when you have
finished the configuration above. Congratulations! You have completed the configuration for the
Dynamic IP connection. You can start using the router now, if you wish to use some of the advance
features supported by this router see chapter 2, 3, Static IP Address Select Static IP Address if your
ISP has given you a specific IP address for you to use. Your ISP should provide all the information
required in this section. Parameters IP Address Subnet Mask Default Gateway DNS This is the IP
address that your ISP has given you. Enter the Subnet Mask provided by your ISP e.g This is the ISP
s IP address gateway This is the ISP s DNS server IP address 13 when you have finished the
configuration above.Congratulations!

You have completed the configuration for the Static IP Address connection. You can start using the



router now, if you wish to use some of the advance features supported by this router see chapter 2,
3, PPPoE Select PPPoE if your ISP requires the PPPoE protocol to connect you to the Internet.
Parameter Login ID Password Service Name AC Name MTU Dial On Demand Silent Timeout Auto
Reconnect Auth Type Enter the Login ID provided by your ISP for the PPPoE connection Enter the
Password provided by your ISP for the PPPoE connection This is optional. Enter the Service name
should your ISP requires it, otherwise leave it blank. This is optional. Enter the AC Name should
your ISP requires it, otherwise leave it blank. This is optional. You can specify the maximum size of
your transmission packet to the Internet. Leave it as it is if you don t want to set a maximum packet
size. If checked, gateway won t dial this session until received a packet that requested Internet
access. If unchecked, gateway dials this session immediately after system powered up. If specified a
nonzero value, gateway disconnects this session after specified idle time. If checked, gateway redials
this session if session previously terminated by ISP. Select PAP or CHAP for the authentication type
requested by your ISP. Click when you have finished the configuration above. Congratulations! You
have completed the configuration for the PPPoE connection. You can start using the router now, if
you wish to use some of the advance features supported by this router see chapter 2, 3, 4. 14 when
you have finished the configuration above.Your ISP should provide all the information required in
this section. Parameter Obtain an IP address automatically Use the following IP address IP Address.
Subnet Mask Gateway PPTP Server Login ID Password MTU Silent Timeout Dial On Demand Auto
Reconnect BEZEQISRAEL Auth Type The ISP requires you to obtain an IP address by DHCP server
before connecting to the PPTP server.


